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NOTE: CUSTOMER IS RESPONSIBLE FOR PROPER ANCHORING OF UNIT.
TAYLOR RECOMMENDS A HILTI HIT HY 150—ANY DRILL IN ANCHOR WILL WORK
BUT NEEDS A MINIMUM 3/4" DIAMETER BOLT WITH 6 5/8" EMBEDMENT. THE
BOLT AND EMBEDMENT MUST RESIST A PULLOUT OF 3170 AND A SHEAR OF
3454°S PER COLUMN.
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1.0

N

8" KNIFEGATE ASSEMBLY
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8" — 13° BOOT RING
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LOAD CELL MOUNTING FRAME
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HOIST & TROLLEY 2 TON HARRINGTON
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BBU SIDE SQUEEZERS- ARN STYLE
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BBU PAN ELECTRIC VIBRATOR
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BBU PAN MASSAGERS

1.0

4.0

BBU_HOIST & TROLLEY UPD

BBU DISCHARGE STYLE —B  WITH SWITCH
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BBU PAN ASSEMBLY
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BBU HOIST & TROLLEY FRAME WELDMENT
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DESCRIPTION

HIEHHEHEEEEHEBE

A

laylor
products
of Magnum Systems

e 0nnn00noonE
£ 8 (B[l EERRRR

g

CUSTOMER NAME: TAYLOR
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