SECTION 1 ROTARY VALVES

Type 4, Square Flange

PRODUCT DESCRIPTION
The Smoot Type 4 takes stainless steel to the next level with complete stainless steel construction.
The Type 4 is designed for mildly corrosive materials while maintaining the legendary Smoot toughness.

PRODUCT FEATURES
¢ Corrosion-resistant
* Housing and end plates constructed of 316 stainless steel
* Open end rotor constructed of 304 stainless steel
e QOutboard bearings with 3 molyurethane

U-cup packing rings per side
® Chain and sprocket drive with guard

OPTIONS

* Relieved tips and vane edges * Zero speed switches

* High temperature modifications ® Motor mounting brackets

® Replaceable stainless steel or urethane tips ¢ Closed end rotors with or without replaceable tips
® Reduced capacity rotors * Shaft air purge

SAFETY NOTICE Design Engineers ¢ Technicians ¢ Installers SAFETY NOTICE

The inlet and outlet of the rotary valve must have proper attachments to prevent anyone from being able to insert their hands, or foreign objects, into the valve when in operation.

$1-13 For Ordering and Pricing Information, Call Toll Free 1.800.748.7000 ‘A..I
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Type 4, Square Flange
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Feeder Dimensions (Type 4) Feeder Dimensions (Type 4)
FT9 FT12 FT9 FT12
A 4-3/4 6-1/2 P 6-1/4 7-1/2
B 1-3/4 2-1/4 Q 0 0
C 5-1/4 6-1/2 R 1/8x1/4 1/8x1/4
D 3/4 1 S 2 2
E 8 10 T 6 6
F 12 15 U 3/8-16 3/8-16
G 21-3/8 28-1/8 Y 9/16 9/16
H 10-11716 14-1/16 Net Cubic Feet Dispersed Per Revolution
l 1 1-1/2 FT9 FT12
J 1 1-1/4 Open
End 0.27 0.75
K 2-1/2 4 Rotor
L 4-1/4 6-1/4 Shipping Weight With Motor (Ibs.)
M 12-1/2 15-3/4 FT9 FT12
N 4-15/16 7-7/8 225 340

*Not included in the Pneu-Service Center’s Quick Ship program. For Electric Motor Dimensions, contact The Service Center.

SAFETY NOTICE

Design Engineers ¢ Technicians ¢ Installers SAFETY NOTICE

The inlet and outlet of the rotary valve must have proper attachments to prevent anyone from being able to insert their hands, or foreign objects, into the valve when in operation.
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Division of Magnum Systems.





