> | MODEL IPV

The Taylor Model IPV was designed for
practical performance on heavy, dense,
difficult-to-feed powders, and fine granular
mixtures. The Model IPV utilizes felt split shaft
seals on the rotating impeller and feed screw
drive shaft to prevent leakage and screws

are used to keep the material flowing into

the impeller blades.

PACKAGE HEAVY AND DENSE MATERIALS
WITH SPEED AND PRECISION

* 151b to 125 Ib capacity
e Grout Mixes

e Cement

e Stucco

* Clays
* Fly Ash
e [ imestone

VALVE BAG IMPELLER PACKER
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Division of Magnum Systems

Dependable, versatile packaging automation systems and equipment.

Solutions that fit. It's the foundation of our business. Established 1969.



MODEL IPV SPECIFICATIONS

Diagram dimensions are for reference only
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Dimensions 69.234 in x 25.625 in x 48.0625 in (1758.5 mm x 651 mm x 1221 mm)
Speed Up to 8 BPM
Accuracy +0.2 lbs
Weight Range 15 Ibs to 125 lbs
Scale Load Cell with Digital Display
Construction Carbon Steel Blasted and Painted
Electrical Requirements 230-460 V, 3 phase, 60 Hz
Air Requirements 90 psi, 0.5 cfm
Popular Options Stainless Steel Construction, T3000 Weigh Controller, Tapered Spout, Purge Spout
Note: Equipment selection can be verified in the Taylor Products test lab.
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www.taylorproducts.com

Toll Free 888.882.9567 Phone 620.421.5550 Fax 620.421.5531
2205 Jothi Avenue, Parsons, Kansas 67357



