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PRODUCT DESCRIPTION
The standard configuration is for a Style III high-pressure
pulsejet filter using 16 oz/yd2 felted Dacron Polyester
filter bags designed to be removed from the bottom 
of the tube sheet. The unit will have:
• Compressed air header
• Rated for 8.5 PSIG Positive; 17-inch Hg Gauge negative
• Mineral reinforced nylon bag cups and venturiis
• Stainless steel bag clamps
• diaphragm valves pre-plumbed to solenoids 
• Smart timer board with built-in LED readout, 

switch & 4-20 mA output capability of differential
pressure readings

• Timer and solenoids mounted in a NEMA 4 enclosure
• 1 ea. hinged food grade side access door
• 60° hopper
• Materials of construction: carbon steel (standard)

When using Filter Elements instead of bags, 
elements are 8 oz/yd2 spun bound polyester. 
The standard element is 45-pleat construction, 
with wide pleat speacing available. 

PRODUCT OPTIONS
• Stainless steel construction available upon request
• 70° hopper available
• Support structure (Up to 54 inches clear)
• PTFE coating to bags
• High temperature (375°F)*
• NEMA 7/9 enclosure
• 304 Stainless Steel gas contact
• Top load bags and cages

*High temperature includes: Paint changed to high temp paint, 
bags changed to 14 oz/yd2 Nomex, Diaphragm valves changed 
to Viton, Poly-flo tubing from diaphragm to solenoids changed 
to copper tubing, door gasket changed to red silicone.
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Dimensions & Ordering Information

NUMBER
OF BAGS

CAGE/BAG
LENGTH

FILTER
MODEL

NUMBER

FILTER AREA
WEIGHT
(POUNDS)

HEIGHT
F

(INCHES)

FLANGE DIMENSIONS (INCHES)

BAG 45-PLEAT
CARTRIDGE D E G H I

7

36 36FR7 30.0 187.0 754 59

24 17 24-3/4 8-3/8 14-1/2
48 48FR7 41.0 207.0 847 71

60 60FR7 52.0 280.0 894 83

72 72FR7 63.0 374.0 940 95

14

36 36FR14 60.0 374.0 1151 59

36 20 24-3/4 11-3/8 19-11/16

48 48FR14 82.0 415.0 1270 71

60 60FR14 104.0 561.0 1342 83

72 72FR14 126.0 748.0 1415 95

84 84FR14 148.0 831.0 1487 107

21

36 36FR21 123.0 621.0 1648 59

44 23-1/8 26-3/4 13-3/8 23-3/16

48 48FR21 156.0 987.0 1735 71

60 60FR21 189.0 1122.0 1821 83

72 72FR21 222.0 1246.0 1908 95

84 84FR21 255.0 N/A 1994 107

32

36 36FR32 188.0 950.0 2152 59

54 26 31-3/4 15-7/8 27-1/2

48 48FR32 239.0 1282.0 2269 71

60 60FR32 289.0 1710.0 2386 83

72 72FR32 339.0 1900.0 2503 95

84 84BV32 390.0 N/A 2620 107

DØ

 HALF D +
6 INCHES

HALF D –
HALF INLET Ø

6 INCHES

HALF D +
13 INCHES

TANGENTIAL INLET
@ 0° SHOWN

CLEANING ASSEMBLY @ 180° SOLENOID ENCLOSURE

1-INCH FNPT HIGH-PRESSURE
CONNECTION (BOTH SIDES)
USE ONLY ONE

SAFETY GRID

CLEAN AIR OUTLET

1.25-INCH NPT HALF COUPLING @ 90°

0.25-INCH FPT CONNECTION FOR GA & SW
(GA & SW MUST BE PURCHASED SEPARATELY)

FILTER ACCESS DOOR @ 180°
DOOR OPENING SIZES:
16 IN x 32 IN : 36-INCH LARGE FILTER
16 IN x 46 IN : 48-INCH TO 96-INCH LARGE FILTER

HOPPER ACCESS
DOOR @ 180°

E REF.

U

F

APPLICATION
REQUIRED 
DISTANCE

HALF Ø +
2 INCHES

0.5 INCH

CLEAN AIR OUTLET
@ 90° SHOWN

120°240°

180°

90°

1 INCH

6 INCHES

60°




